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Sheave external Ø
Groove base Ø
for manila rope Ø up to
for wire rope Ø up to
Casing width

(with 16 h sheave)
(with 16 d sheave)

60
50
10
6
78

75
65
10
7
85

90
78
13
8

112

100
84
16
9

112

120
102
19
10
130

130
110
22
12
150

150
128
26
14
165

175
149
32
16
197

200
172
38
18
220

230
194
44
22
255

No. 11 
with 
1 sheave

Hook, permiss. load kg
Hook jaw width
Axle length
Overall length with hook
Weight in kg approx.

75
12
35
220
0.50

100
12
41
250
1.00

150
20
47
295
1.50

250
19
50
320
2.00

500
24
58
380
3.50

500
24
63
405
4.00

1000
32
72
465
5.50

1500
33
80
510
8.50

2000
37
90
585

12.50

3000
40
105
670

19.00

No. 12 
with 
2 sheaves

Hook, permiss. load kg
Hook jaw width
Axle length
Overall length with hook
Weight in kg approx.

100
12
56
250
1.00

150
20
62
280
1.50

250
19
71
345
2.50

500
24
75
385
3.00

750
24
90
450
5.00

1000
32
100
490
7.00 

1500
33
112
540
9.50

2000
37
130
590

14.50

3000
40
150
690

21.50

5000
46
175
800

29.50

No. 13 
with 
3 sheaves

Hook, permiss. load kg
Hook jaw width
Axle length
Overall length with hook
Weight in kg approx.

150
20
78
255
1.50

250
19
84
300
2.00

500
24
94
385
3.50

750
32
106
415
4.50

1000
32
130
465
7.00

1500
33
139
510
9.50

2000
37
153
540

13.50

3000
40
185
645

20.00

5000
46
209
730

30.50

6000
48
246
735

42.00

No. 14 
with 
4 sheaves

Hook, permiss. load kg
Hook jaw width
Axle length
Overall length with hook
Weight in kg approx.

–
–
–
–
–

–
–
–
–
–

–
–
–
–
–

1000
32
138
425
5.50

1500
33
159
480
9.00

2000
37
174
505

12.50

3000
40
195
560

18.00

5000
46
235
575

27.00

6000
48
276
740

37.50

7500
48
315
855

56.00

No. 15 
with 
1 sheave 
Snatch block

Hook, permiss. load kg
Hook jaw width
Axle length
Overall length with hook
Weight in kg approx.

–
–
–
–
–

100
20
41
250
1.00

150
20
47
295
1.50

250
19
50
315
2.00

500
24
58
390
3.50

500
24
63
405
4.00

1000
32
72
455
6.00

1500
33
80
495
8.50

2000
37
90
580

13.00

3000
40
105
685

19.50

No. 1152 
with 
2 sheaves 
Snatch block

Hook, permiss. load kg
Hook jaw width
Axle length
Overall length with hook
Weight in kg approx.

–
–
–
–
–

–
–
–
–
–

–
–
–
–
–

500
24
75
380
3.50

750
32
90
430
4.80

1000
32
100
430
7.50

1500
33
112
545

10.50

2000
37
130
560

15.00

3000
40
150
600

22.50

5000
46
175
760

29.50

No. 11 - 1152 Manila rope blocks (rope pulleys)
with rotating load hook acc. to DIN 15401 with hook safety latch and rope eye. The blocks are equipped 
with manila rope sheaves No. 16 h made of cast iron; on request, the rope pulleys are also available with 
wire rope sheaves No. 16 d or with roller bearings. All dimensions in mm.

No. 11	 No. 12	 No. 13	 No. 14	 No. 15	 No. 1152

Manila rope blocks (rope pulleys)
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