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No. 155 Side mounted pulley with plain bearing
Casing made of zinc-plated steel, with cast iron sheave.

All dimensions in mm.

Sheave external Ø 40 50 65

Groove base Ø 32 40 55

Groove width 8 8 8

Groove depth 4 5 5

Rim width 10.5 12 12

Casing width 30 30 50

Casing depth 19 19 20

Fixing hole Ø 4 4 4

Hole centre distance, width 18 18 40

Hole centre distance, height 88 88 110

Total length 105 105 132

Rope Ø max. 6 7 7

Load capacity in kg 10 15 18

Weight in kg approx. 0.16 0.18 0.35

Side mounted pulleys

No. 156 Side mounted pulley with plain bearing
Casing made of zinc-plated steel, with cast iron sheave. 30 mm size only available with zinc-plated steel sheave.

All dimensions in mm.

Sheave external Ø 30 40 50 60

Groove base Ø 22 32 42 50

Groove width 6 6 6 8

Groove depth 4 4 4 5

Rim width 10 11.5 12 12

Casing width 36.5 40 52 60

Casing depth 18.5 23 23 23

Fixing hole Ø 4.5 5.1 5.1 5.1

Hole centre distance 62 72 83 90

Total length 78 91 102 115

Rope Ø max. 5 5 5 7

Load capacity in kg 10 10 15 18

Weight in kg approx. 0.10 0.13 0.20 0.26


