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No. 159 Bracket pulleys with rotating hook
Sheave made of cast iron, with steel bracket and malleable cast iron hook, bracket and hook are zinc-plated. 

30 mm size only available with zinc-plated steel sheave.

All dimensions in mm.

Sheave external Ø 30 40 50 60 80 100 120

Groove base Ø 22 30 36 44 60 78 98

Groove width 6 9 10 11 13 16 16

Groove depth 4 5 7 8 10 11 11

Rim width 10 14 15.5 18.5 20 24 26

Axle length 21 26 28 30 33 44 53

Total length 65 78 94 104 132 164 200

Hook length 29.5 29.5 35.5 35.5 42 45 62

Jaw width 10 10 10 10 11 14 17

Rope Ø max. 5 8 9 10 11 14 14

Load capacity in kg 15 18 22 22 22 40 55

Weight in kg approx. 0.05 0.08 0.12 0.18 0.41 0.58 1.00

Bracket pulleys

No. 160 Bracket pulleys with wood screw
Cast iron sheave, bracket and wood screw made of zinc-plated steel.

All dimensions in mm.

Sheave external Ø 40 50 60 70 80 100 120

Groove base Ø 30 36 44 50 60 78 98

Groove width 9 10 11 13 13 16 16

Groove depth 5 7 8 10 10 11 11

Rim width 14 15.5 18.5 20 20 24 26.5

Axle length 26 27 30 33 33 48 51

Total length 95 105 130 145 150 194 210

Screw Ø 7.1 7.1 7.1 7.1 7.1 8 8

Screw length 45 45 60 60 60 70 70

Thread length 27 27 40 40 40 40 40

Rope Ø max. 8 9 10 12 12 15 15

Load capacity in kg 18 22 22 22 22 40 55

Weight in kg approx. 0.08 0.14 0.18 0.26 0.37 0.63 1.08


