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Fixed rollers and circular saw bench 

pulley

No. 164 Fixed rollers
with steel sheaves No. 163 with maintenance-free plain bearing, roller blocks made of cast iron. 

All sheaves are also available with sealed groove ball bearings. 

All dimensions in mm.

Sheave external Ø 50 75 100 125 150

Groove base Ø 38 59 80 103 126

Groove radius 3.2 4.2 4.8 5.3 6.5

Groove depth 6 8 10 11 12

Rim width 12 18 21 21 22

Base plate width 67 75 90 92 100

Base plate length 67 75 90 92 120

Base plate thickness 7 10 10 10 12

Fixing hole Ø 7 9 12 12 14

Hole centre distance, axial direction 50 60 70 70 75

Hole centre distance, 

longitudinal direction
50 60 70 70 90

Overall height 60 88 115 138 165

Height to axle pin centre 35 50 65 75 90

Rope Ø max. 6 8 9 10 12

Load capacity in kg 300 600 900 1100 1250

Weight in kg approx. 0.60 1.40 2.50 3.20 4.80

No. 166 Cast iron circular saw bench pulley
with square-edged, turned groove and black cathodic dip coating.

All dimensions in mm.

Sheave external Ø 70

Groove base Ø 54

Groove width at base 9

Groove width at rim 11

Groove depth 8

Rim width 19

Base plate width 37

Base plate length 98

Base plate thickness 5

Fixing hole Ø 8.5

Hole centre distance 78

Overall height 80

Track width 8

Load capacity in kg 40

Weight in kg approx. 0.51


