
Short block

No. 60 Short block
with stud bolt. The block is equipped with polyamide sheave with plain bearing. 

For use in combination with traction devices. 

All dimensions in mm.

Article No. 60

Sheave external Ø 125

Groove base Ø 100

for wire rope Ø up to 12

Casing width 40

Hanger, permiss. load kg 1600

Stud bolt Ø 19.5

Axle length 58

Total length 196

Weight in kg approx. 1.25
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No. 82 Snatch pulley with cast aluminium casing
with hardened and zinc-plated sheave made of steel plus sealed groove ball bearings, simple fastening. 

Suitable for use with the following fastenings: winch straps, round slings and steel cable slings.

All dimensions in mm.

When pulling loads over the ground, the specified tensile forces must not be exceeded; including situations where 

hauled tree trunks come against an obstacle, or where the rope winch is stronger than the tensile force of the chain. 

A safety factor of 2 against breakage applies to snatch pulley No. 82. Never use snatch pulleys/short blocks for lifting.  

Please read the operating instructions enclosed before using.

Sheave external Ø

Groove base Ø

80

65

130

108

for wire rope Ø up to 8 14

Max. tensile force for pulling loads over 

ground in kg
2000 4000

Max. tensile force of winch with 

180° direction change in kg
1000 2000

Axle length 66 80

Total length 160 245

Weight in kg approx. 1.00 2.80


